1 1200-000 LIEBHERR-MACHINE LH 30 M

* Basic machine

LH 30 M Litronic (country-specific)
consists of:

Rear vision camera

* Under carriage

Stabilizer, rear and front outriggers
Twin tyres, Liebherr 10.00-20, (MH 4)
Intermediate rings (MH 4)

Piston rod guard for rear outriggers
Piston rod guard for front outriggers
Automatic central lubrication system, undercarriage
Ascent rear

Ascent front

Ascent laterally, left

Ascent laterally, right

* Uppercarriage

Bypass filter, Liebherr

Air pre-filter with dust trap
Railing on uppercarriage

* Operator's platform

Cab elevator LHC 255

Radio Comfort, control via Display

Operator seat Premium

Fire extinguisher

Front headlights on cabin, 2 pieces, halogen
Rear headlights on cabin, 2 pieces, halogen
Front guard

Top guard

Amber beacon, on cabin, 1 piece

Boom cylinder cushioning

Positioning slewing brake

Proportional controls (left/right) Medium pressure
circuit; / ohne Belegung

Handrest (elevation) for joystick

Travel alarm system, rocker swwitch in the right
joystick, disengageable

* Equipment

Industrial straight mono boom 7,80 m
Industrial stick, stick-end sharply angled, 6,00 m
Medium pressure circuit



Grapple pipes

* General

Documentation

1 x CD Operating manual de German + en English /
Sparepart list de German : en English

1 x Operating manual printed: en English



